FULL PASTURE IRRIGATION WHEN YOU
DON'T HAVE MAINS POWER

GPI-160

SPECIFICATIONS GPI-160
. Honda GX160
Engine .
petrol engine
Pump Davey Single Stage
(4 Outlets) Firefighter Pump
L=1800mm
Dimensions W=1170mm
H=1200mm
16 x 6.50-8 ply
Tyres wheels, jockey wheel

and 50mm coupling

Trailer
Suction line

Fuel tank capacity
Water Tank

Function

Flow Switch

SCAN TO SEE THIS
PRODUCT IN ACTION!

Hot dip galvanised steel trailer

15m x 40mm suction line fitted with non-
return valve and filter at dam end

23 L to run continuously for 20hrs
20 L water tank used to prime suction hose
Automatic shut-off technology

When the Irrigator finishes its run and turns
off, the flow switch turns off the motor and
pump




GPI-200

SPECIFICATIONS GPI-200
. Honda GX200
Engine .
petrol engine
Pump Davey Twin Stage
(4 Outlets) Firefighter Pump
L=1800mm
Dimensions W=1170mm
H=1200mm

Tyres
Trailer
Suction line

Fuel tank capacity
Water Tank
Tow ball

Function

Flow Switch

18 x 8.50-8 Pneumatic tyres, jockey wheel and
50mm coupling

Hot dip galvanised steel trailer

15m x 40mm suction line fitted with non-
return valve and filter at dam end

23 L to run continuously for 20hrs

20 L water tank used to prime suction hose
50mm tow ball attachment

Automatic shut-off technology

When the Irrigator finishes its run and turns
off, the flow switch turns off the motor and

pump

SCAN TO SEE THIS
PRODUCTIN ACTION!
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