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PUMPING DIAGRAM OF A GREENPRO TRAILER 
SPRAYER FLOJET 2130-132

Flojet 2130-132 Pump and 

Pressure Switch.  6.8 LPM

Max Pressure 95 PSI

Suction Hoses from Tank 

to filter, filter hosing and 

suction hose from filter to 

pump 

Ball Valve to 

hose reel and 

filter.

2 OVERVIEW & PUMPING 
DIAGRAMS
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Pump Bypass 

return hose 

back to tank Tank Site Gauge

Honda GX-

100 Motor 

(3HP) with 

gearbox 

Ball Valve to 

hose reel and 

filter.

NPR Trial Pressure 

Controller. Gauge 

and controller 

adjustment knob 

with bypass to 

press lever.

Ball Valve to 

boom spray

Bertolini Trial RT4 

Pump.  17 LPM, 

Maximum Pressure 

360 PSI

PUMPING DIAGRAM OF AN GREENPRO TRAILER 
SPRAYER GX100- TRIAL RT4

2 OVERVIEW & PUMPING 
DIAGRAMS
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Green 40 Bar safety valve.

Bypass hose for chemical 

return back to tank.

Tank level sight gauge

Bertolini PA430 Pump

Oil glass sight gauge for pump

Oil glass sight gauge for gear 

box

Honda fuel cap 

Bertolini gear box 

Honda GX200 

motor

Motor and pump 

mounting plate

Extra auxiliary ball 

valve 3/8”

Pressure gauge 

40 Bar

Karin pressure 

controller 

adjustment knob.

Bypass to press 

lever.

Filter assembly (inline 

short  version) Unscrew 

ring to remove filter 

element for cleaning.

1” Suction line from tank 

sump to filter and pump.

PUMPING DIAGRAM OF AN QUIK GREENPRO TRAILER 
SPRAYER GX200-PA430  

2 OVERVIEW & PUMPING 
DIAGRAMS
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Manual hose reel rewind 

handle. Hose reel fitted with 

20 meter of 3/8 ID chemical 

spray hose. Rated at 400 PSI 

working pressure.

Braglia Turbo 400 spray 

applicator fitted with 2.0 mm 

nozzle. Patter adjustment from 

straight stream to full cone spray

Tank lid fill opening 

255 mm.

Tank top storage 

cage.

2 OVERVIEW & PUMPING 
DIAGRAMS
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3  BOOM

Optional 4 meter 

foldable boom 
Plumbing to 

pressure controller.

On/off valves for boom 

on left and boomless 

nozzle on right.

Optional boomless 

nozzle.

10
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 3  BOOM
MBX01-1 4 METER BOOM

      

Revision 10-01                          *Specifications subject to change without notice 

 

CROPLANDS PART NUMBERS: MBX04-1 – MBX 3M BOOM (NO NOZZLES) 
Where Used: UA300B/15/4BX 

 

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 MBX03-1-1 CENTRE SECTION CROSS FOLD 1

2 MBX04-1-2L BOOM L.H. 4M CROSS FOLD 1

3 MBX04-1-2R BOOM R.H. 4M CROSS FOLD 1

4 MBX03-1-3 HINGE BRACKET L.H. 1

5 MBX03-1-4 HINGE BRACKET R.H. 1

6 MBX03-1-5 PIN 2

11
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 3  BOOM

MBX01-1 4 METER BOOM

ITEM NO. PART NUMBER DESCRIPTION QTY.

7 MBX03-1-6 SPRING 2

8 HPW12 HOSE KIT 12MM 2

9 BJHBT050 TEE BARB 1/2” 1

10 MBX03-1-9 STAINLESS TUBE 1/2NB X 265MM 1 HOLE 2

11 MBX04-1-11 STAINLESS TUBE 1/2NB X 1092MM 3 HOLES 2

12 M20FWASHER WASHER 4

13 GB999900100 BOOM TUBE SUPPORT KIT 2

14 A402735 EYELET 1/2” NON DRIP ARAG 7mm 8

15 B126.601.6 FLAT SEAL 1/2” EPDM 8

 16 A210020 POLY END CAP 2

17 PLASTIC END CAP 30 X 20 RHS 4

18 PLASTIC END CAP 20 X 20 SHS 2

19 M16NNUT M16 NYLOC NUT HT ZP 2

20 M12X55BOLT M12 X 55 BOLT HT ZP 
4

21 M12X35 M12 X 35 SET SCREW HT ZP 4

22 M12FWASHER M12 FLAT WASHER ZP 16

12
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 3  BOOM

MBX01-1 4 METER BOOM

ITEM NO. PART NUMBER DESCRIPTION QTY.

23 M12NNUT M12 NYLOC NUT HT ZP 8

24 M6X20 M6 X 25 SET SCREW HT ZP 4

25 M6X16 M6 X 16 SET SCREW HT ZP 8

26 M6FWASHER M6 FLAT WASHER ZP 16

27 M6NNUT M6 NYLOC NUT HT ZP 12

28 M20FWASHER ROLL PIN 5MM DIA ZP 2

NOTE

SOME PARTS ARE NON-STOCK ITEMS AND MAY NEED TO BE ORDERED

13
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 3  BOOM

BOOM MBX04-1 SUPPLIED WITH 
AM 11002 AIR MIX FLAT FAN NOZZLES

 

14
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 3  BOOM

BOOM CALIBRATION INFORMATION 
CHART 

Nozzle spacing
25cm 

spacing
30cm 

spacing
35cm 

spacing
40cm 

spacing
45cm 

spacing

Conversion Factor 2 1.66 1.43 1.25 1.11

15
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 3  BOOM
This 50 cm nozzle spacing table can still be used 

for booms with different nozzle spacing by using 

the above conversionfactors. For example, if 

pressure and speed are given, the L/ha value for 

30 cm spacing can be calculated by multiplying 

the given L/ha table value by 1.66. And the other 

way around. 

For  example, a grower wants to use 80 L/ha. 

His boom nozzle spacing is 30 cm. To use this 

table he needs to divide 80 L/ha by the 30 cm 

conversion factor (=1.66). 80 L/ha / 1.66 = 48.2 

L/ha = a 48.2 L/ha value in this 50 cm spacing 

table reflects a 80 L/ha value for 30 cm spacing. 

L/Min/Nozzle = 

Example

A Farmer wants to spray 70 L/ha, drive with a

speed of 18 km/h and his boom has a nozzle 

spacing

of 50 cm:

70 L/ha x 18 km/h x 0.5 m ÷ 600 = 1.05 L/min

To do so he needs to use a nozzle that delivers

1.05 L/min. He has several options, for example,

he could use an 025 nozzle size at 3.5 bar or an

02 size at 5.5 bar (see table).

L/min/nozzle  =  nozzle flow rate in litre per min

L/ha   =  water application rate per ha

Km/h   =  driving speed

W   =  Width of nozzle spacing in m

600  =  constant Application Rate (L/ha) = 

Speed (km/h) = 

For accurate application it is important to 

calibrate the

speed of the tractor. An easy way to do so is to 

drive

in the gear the application will be done in, 

measure

the time it takes to travel 100 m and apply this 

simple

formula. For example, it takes the farmer 20 sec

to drive 100 m. His application speed is 18 km/h.

100m x 3.6 ÷ 20 sec = 18 km/h

For spot and band spraying, the same

formula can be used but W (nozzle

spacing) becomes the spray width divided

by the number of directed nozzles.

For example: a grower directs

3 nozzles over a 1 m strip.

W = 1 m ÷ 3 nozzles = 0.33 m

1 bar (bar)

= 100 kilopascal (kPa)

= 14.5 pound per square inch (PSI)

1 pound per square inch (PSI)

= 6.89 kilopascal (kPa)

= 0.0689 bar (bar)

As a rule of thumb, to double the flow

through a nozzle, the pressure must be

increased four times. 

L/ha x km/h x W(m)

600

L/min/nozzle x 600

km/h x W

Distance (m) x 3.6

Time (sec)

FLOW RATE

APPLICATION RATE

TRAVEL SPEED

SPOT/BAND SPRAYING
pressure

16
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PRE-OPERATION 
CHECK4

1. Spray guns connected and water tight

2. Fuel in motor (unleaded)

3. Correct oil level in pump (pump manual)

4. Correct oil level in motor (motor manual)

5. Controller 2 way ball valves in the off position

6. Pressure lever in bypass position

7.  All safety guards and shields in place

8. All nuts, bolts, and screws are in place and tight

9. Check tyre pressure top up if necessary to 22 psi

10. Make sure that the unit is in an open space (exhaust gas is poisonous)

11. 12 volt power is hooked up if applicable

12. Start engine (see engine manual)

13. Adjust engine revs to approximately 2400 rpm or 3/4 revs.

CHILDREN, LIVESTOCK, AND PETS MUST BE KEPT AWAY FROM 
    FROM THE AREA OF OPERATION

KNOW HOW TO STOP THE ENGINE QUICKLY. 

MAKE SURE THE FUEL CAP IS CLOSED SECURELY.

WARNING

17
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5  SAFETY FIRST

› DO NOT let any person near the unit while it is operating.

› DO NOT start the unit until you have read this manual carefully.

› DO NOT start motor with pressure lever in the “press position”

› DO NOT pull the hose out too fast as the reel may run on, causing the hose to 
become entangled.

› DO NOT alter the equipment in any manner. If repairs are necessary use only 
genuine factory repair parts.

› DO NOT leave the unit running unattended at any time.

› DO NOT operate the unit if there are any leaks from hoses, fittings, ECT. Fluids 
which are under high pressure can penetrate the skin.

› DO NOT operate near power lines, as contact could result in electrocution.

› DO NOT refuel the engine until it has stopped and, if any fuel is spilled, make 
sure the area is dry before starting the engine.

IMPROPERLY MAINTAINING THIS UNIT, OR FAILING TO CORRECT A PROBLEM 
BEFORE OPERATING, COULD CAUSE A MALFUNCTION IN WHICH SERIOUS 

DAMAGE TO THE UNIT OR SERIOUS PERSONAL INJURY COULD OCCUR.

ALWAYS PERFORM A PRE-OPERATION INSPECTION BEFORE EACH 
OPERATION AND CORRECT ANY PROBLEMS.

WARNING

HEED ALL THESE WARNINGS AS FAILURE TO DO SO MAY 
RESULT IN SERIOUS INJURY, PERMANENT INJURY OR DEATH

IMPORTANT

18
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BASIC OPERATION 
 6

Ensure pre-operation check is 

complete.

1

Fill tank to desired level.

Never fill tank with the lid closed.

2

Turn fuel valve to the on position and 

run engine for 2-3 minutes to prime 

the pump.

3

19
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BASIC OPERATION 
 6

With the pump primed turn pressure 

controller lever to the “press” position.

4

Adjust working pressure with the 

pressure knob. (Clockwise for more 

pressure counter-clockwise for less).

5

Open the 2 way ball valve to reel/s.

6

20
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BASIC OPERATION 
 6

GreenPRO reels will free-wheel out to 

the desired distance.

Do not pull the hose out too fast, as 

the reel may run on causing the hose 

to become entangled.

7

If using the optional boom or boomless 

nozzle, calculate the application rate 

needed using the Optima broadcast 

chart on page (10) of this manual.  Set 

the pressure on the pressure controller 

to the correct calculated pressure 

and open the ball valve to the boom 

or boomless nozzle and start driving 

at the correct calculated speed at no 

faster than 6 kilometres per hour.

8

After use, flush unit out with Quik 

Flush tank/pump cleaner according to 

the directions on the bottle. (This will 

clean and lubricate and extend the life 

of the tank, pump, hoses, diaphragms, 

o-rings and seals.

9

21
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BASIC OPERATION 
 6

Rinse tank with clean water through 

the gun nozzle until foaming reduces.

10

Turn fuel valve to the “off” position.

11

 FOR WINTER STORAGE, IF FREEZING CONDITIONS ARE EXPECTED, 
EMPTY PUMP COMPLETELY AND FLUSH WITH A MIXTURE OF WATER AND 

ANTIFREEZE TO PREVENT UNREPAIRABLE DAMAGE TO YOUR UNIT.

IMPORTANT

22
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7  MAINTENANCE

 Clean inline filter (See Pumping 

Diagram for your Model).

 Check oil level in pump (If 

applicable).

 Check oil level in engine If 

applicable).

*For engine and pump maintenance refer to their manuals

1 DAILY MAINTENANCE

 Check all hoses and fittings for 

leaks.

 Check tyre pressure and fill to 22 

psi if necessary

 Check water in the 12 volt battery 

(if fitted).

 Recharge 12 volt battery (if fitted).

 Wash off any salt.

 Flush unit with Quik Flush according 

to directions on bottle.

 Clean boom nozzle filter screens 

inside of nozzles.

2 

3 - 20 hours 

23
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7  MAINTENANCE

 Overhaul pump according to pump 

manual.

 Inspect pressure controller valve 

and diaphragm, replace if necessary.

 Inspect all bolts, nuts, and fittings.  

Tighten or replace if necessary.

*For engine and pump maintenance refer to their manuals

4 YEARLY

 Make sure all safety guards and 

decals are in place and functional.

 Inspect wiring loom for damage.

 Change engine oil according to 

engine manual.

 Test 12 volt battery voltage output. 

Ensure it is close to 12.5 volts for 

optimal performance (If fitted).

5 

6 

24



25 ATV SPRAYER TRAILER INSTRUCTION MANUAL

8 Instruction Manual 
QS-FR256

The QS-FR256 has a reel drum width 

of 256mm and holds 15 metres of 

1/2” Gorilla fire hose. The overall 

dimensions are 650mm wide x 

250mm deep x 325mm high. The total 

dry weight including hose is 19kg.

QS-FR256 (Part no. 4279925)

ABOUT

 Powder coated framework and reel

 Equipped with a friction brake/lock

 90 degree pivot handle

 1/2” Terminator hose with pressure 

rating up to 500 PSI

 Turbo T400 Spray applicator (with 

a 4mm Nozzle as standard)

 Easy 4-point bolt-down wherever it 

suits.

The reel has standard fitted the new 

designed Solid Chemical Dispenser 

(SCD90-130-3/8) with 3/8” inlet and 

outlet – part no. 3109610 and include 

the foam cage as well as a box of solid 

foam (5 x 200g donuts). The foam unit 

is fully assembled and has a supply 

line attached ready for installing the 

reel to the existing spray unit

FEATURES

6 

25



26 ATV SPRAYER TRAILER INSTRUCTION MANUAL

8 Instruction Manual 
QS-FR256

   SCD90 130/165 Base (1)

   SCD90 130 Body (1)

   SCD90 130/165 Lid (1)

   O Ring 90 x 4mm (2)

   Plug 3/8” with O Ring (2)

   Nipple 3/8” BSP Brass (1)

  Ball Valve Brass, 2 way, 3/8”F x 3/8”F, 

T Handle (1)

   Vacuum Breaker Valve 1/4” (1) only 

new updated version

   Countersunk Cap screw M6 x 16 (1)

  Foam Cage – SCD130 90, part no: 

3109615 (1)

  Carton of Solid Foam containing 5 

donuts of foam, part no: 3109050 (1)

The Foam dispenser SCD90-130-3/8 is 
partial pre-assembled and has the following 
parts included:

Included parts

26
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8 Instruction Manual 
QS-FR256

The following parts are loose supplied and have to be fitted and sealed by the
customer as you may wish to have the ball valve on one side or the other depending on your 
setup:

 Part 4. Nipple 3/8” BSP Brass (1),

 Part 5. Plug 3/8” with O Ring (2)

 Part 6. Ball Valve Brass, 2 way, 3/8”F x 3/8”F, T Handle (1)

The Foam Cage has 2 parts, the bottom plate with the pins and the top plate. The Donut – 
the solid foam is held in place between those two plates.

Additional parts have to be purchased if not at hand depending on setup to connect the 
foam unit from the pump and back to the reel. Inlet and outlet are both 3/8” BSP, the top is 
inlet and the bottom is outlet. The size from and to the foam unit should be continued to be 
consistent with your current hose size on the reel.

 Ensure the lid and the ball-valve are 

closed on the Foam unit.

 The spray unit is operating as usual. 

Water is running through the foam 

unit straight to the reel through the 

hose without any performance loss of 

pump pressure. The Vacuum breaker 

valve on the foam unit may release 

some drops of water when pressurised 

but should shut off automatically.

Operation without 
foam

OPERATION OF THE FOAM DISPENSER

27
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8 Instruction Manual 
QS-FR256

 Open the foam unit lid, take the 

foam cage out and place a donut of 

foam between the cage plates. Put 

cage back in with the top plate facing 

up. Make sure that O-ring on lid is 

greased and not damaged. Screw 

foam unit lid on. Do not do up too 

tight as the O-ring is the seal, not the 

threads of the body and lid.

Operation with foam

 Ensure ball valve on foam unit is 

closed. Unit is ready for operation. 

The Vacuum breaker valve on the 

foam unit may release some drops of 

water when pressurised but should 

shut off automatically.

Fife donuts of foam (200g each) 

should be equivalent to approximate 

using a 20 litre foam drum, but is also 

depending on pressure settings.

 Make sure that foam unit is getting 

drained after each use as donut of 

foam will otherwise dissolve. Dissolved 

foam will not harm the foam unit but 

will waste your foam. The Vacuum 

breaker valve will release the pressure 

in the foam unit automatically. It 

guarantees the easy operation of the 

ball valve and also to easily open the 

lid to place a new donut of foam.

Operation with foam

After using foam

28
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9
TROUBLE SHOOTING 
GUIDE

PROBLEM POSSIBLE CAUSE & SOLUTION

Problem does not deliver pressure

If good flow is being achieved from by-
pass back to the tank

Sting Pressure regulator not set for 
pressure. Set the lever to press And adjust 
the knob. (Fig 3)

Damaged or worn seat or spring in 
pressure regulator. Replace with Sting 
repair kit or new spring.

Sticking pressure regulator slide. Remove 
slide and lubricate   with marine grease. 

Spray nozzle/s worn, missing, or exceeding 
pump capacity. Replace spray nozzle/s 
with correct size.

If  irregular flow from by-pass to tank

Damaged or worn seat or spring in the 
pressure regulator.  Replace

Sticking pressure regulator slide. Remove 
slide and lubricate with marine grease.

Spray nozzle/s worn, missing, or exceeding 
the pump capacity. Replace nozzle/s with 
correct size

Motor pump drive belts loose/ broken 
or direct coupling damaged. Tension 
or replace belt, replace direct coupling 
sprockets and chains.

Leaking hoses or fittings. Repair or replace

29
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PROBLEM POSSIBLE CAUSE & SOLUTION

Pump is Noisy

Oil level is low. Top up with
SAE30 or 10W30 

Sucking air or air in the pump. Examine 
and repair.

Blocked filter. Clean filter

Pump delivers insufficient pressure

If hoses are jumping

One or more of the pump valves not 
seating properly. Clean or replace 
valves. 

Diaphragm split ( Oil will go milky in 
colour ) STOP PUMP! Replace all 3. See 
pump manual

Air has not been entirely evacuated 
from the pump. Run pump with lever 
by-pass, until all air has evacuated. 

Sucking air through the suction line or 
filter. Examine and repair. 

Oil level is low. Top up with ASE30 or 
10W30. 

If hoses are not jumping

Damaged or worn seat or spring the 
pressure regulator. Replace.

Sticking pressure regulator slide. 
Remove slide and lubricate with marine 
grease

Spray nozzle/s worn, missing, or 
exceeding the pump capacity. Replace 
nozzle/s with correct size.

Motor to pump drive belts loose/broken 
or direct coupling damaged. Tension or 
replace belts, replace direct coupling 
sprockets and chain. 

Leaking hoses or fittings. Repair or 
replace.

8  TROUBLE SHOOTING GUIDE
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PROBLEM POSSIBLE CAUSE & SOLUTION

Oil is changing colour to white or oil in 
the spray hose

One or more diaphrams are split. STOP 
PUMP! Replace all 3. See pump manual

Water returning to tank through the 
safety valve hose

Worn safety valve (pressure adjusted 
too high) Replace safety valves.

T-400 gun leaks
Worn seat or seal in handle. Replace 

with T-400 repair kit.

PROBLEM POSSIBLE CAUSE & SOLUTION

Failure to prime - Motor operates, but 
no pump discharge

Restricted intake or discharged line. 
Open all line valves, check for “jammed” 
check valve poppets and clean clogged 
lines.

Air leak in intake line.

Punctured pump diaphragm.

Defective pump check valve.

Crack in pump housing.

Debris in check valves.

Motor Fails to Turn on

Pump or equipment not plugged in 
electrically.

Loose wiring connection.

Defective motor or rectifier.

Frozen cam/bearing.

8  TROUBLE SHOOTING GUIDE

FLOJET - Model 2130 PUMP TROUBLESHOOTING
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PROBLEM POSSIBLE CAUSE & SOLUTION

Pump Fails to Turn Off after Discharge 
Valves are Closed

Depletion of available liquid supply.

Punctured pump diaphragm.

Discharge line leak.

Defective pressure switch.

Insufficient voltage to pump.

Debris in check valves.

Low Flow and Pressure

Air leak at pump intake.

Accumulation of debris inside pump 
and plumbing.

Worn pump bearing (excessive noise).

Punctured pump diaphragm.

Defective rectifier or motor

Insufficient voltage to pump.

Pulsating Flow- Pump Cycles on and 
off

Restricted pump delivery. Check 
discharge lines, fittings,

valves and spray nozzles for clogging 
or undersizing.

8  TROUBLE SHOOTING GUIDE
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10 PUMP

FLOJET - Model 2130

PUMP INSTALLATION 
MOUNTING
Flojet 2130 is a self-priming pump. It may be 

located several feet from the tank, above or 

below the liquid level (lt is not a submersible 

pump.) For vertical pump mounting be 

sure that the motor is located on top. This 

will prevent water from entering the motor 

chamber in event of a leak. Pump head may 

be rotated in 90° increments to simplify 

plumbing.

PLUMBING
For best performance, flexible 3/8-inch 

minimum hose is recommended instead of 

rigid piping at the pump. Use plastic fittings at 

the pump port. Brass fittings will break pump 

housing if over tightened. Do not install pump 

such that plumbing causes excessive stress on 

either port.

It is essential that a 20 mesh strainer or filter be 

installed in the tank or in the pump inlet line to 

keep large foreign particles out of the system. 

The use of check valves in the plumbing 

system may interfere with the priming ability 

of the pump. Check valves, if used, must have 

a cracking (opening) pressure of no more 

than 2 psi. PRODUCT WARRANTY IS VOID 

IF INSTALLATION INSTRUCTIONS ARE NOT 

FOLLOWED.

ELECTRICAL
On 115 Volt AC pumps, the black wire lead is 

common, the white is neutral and green/yellow 

is ground. On 230 Volt AC pumps, the brown 

wire lead is common, the blue is neutral and 

the green/yellow is ground. Never connect the 

green (or green/ yellow) wire to a live terminal. 

On 12 and 24 Volt DC pumps, match red (+) 

and black (-) power leads with red and black 

leads on motor or switch.

OPERATION
Allow to prime with discharge line (or spray 

valve) open to avoid airlock. Built in pressure 

switch will shut off pump automatically when 

discharge valve is closed and will restart pump 

when valve is opened. When pump runs out of 

liquid, it will continue to operate. Running dry 

will not damage the pump. Turn off manually.

SPRAY TIP
In spraying applications the pressure generated 

by the pump is generally dependent upon the 

size of the spray nozzle. An undersized spray 

nozzle will cause the pump pressure switch to 

cycle on and off and create a pulsating flow 

from the pump. To maintain a smooth flow and 

constant operating pressure, the smallest size 

spray nozzles that may be used are as follows:

MINIMUM NOZZLE SIZE

MODEL     Equiv. Orifice Diam.   Last 2 Digits*

2100-030  .052”    04

2100-031  .052”    04

2100-032  .072”    08

2100-034  .036”    02

2100-130  .052”    04

2100-131  .052”    04

2100-132  .072”    08

2100-134  .036”    02

*Ref. Spraying Systems Catalog
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10 PUMP

warranty
FLOJET warrants this product to be free of 

defects in material and/orworkmanship for 

a period of one year after purchase by the 

customer from FLOJET. During this one year 

warranty period, FLOJET will at its option, at 

no charge to the customer, repair or replace 

this product if found defective, with a new 

or reconditioned product, but not to include 

costs of removal or installation. No product 

will be accepted for return without a return 

material authorization number. All return 

goods must be shipped with transportation 

charges prepaid. 

This is only a summary of our Limited 

Warranty. For a copy of our complete

warranty, please request Form No. 100-101.

RETURN PROCEDURE
Prior to returning any product to FLOJET, call 

customer service for an authorization number. 

This number must be written on the outside 

of the shipping package. Place a note inside 

the package with an explanation regarding the 

reason for return as well as the authorization 

number. Include your name, address and 

phone number.
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35 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10 PUMP

SERVICE TIPS 
Refer to exploded view for key number. 

To disassemble, remove six pump head 

screws (15), rotate bearing cover (10) so 

drain notch is aligned with cam/bearing 

assembly set screw (8), loosen set screw 

(use 1/8” size Allen Wrench) and slide 

pump head off shaft. Pistons (11) should 

always be replaced when new diaphragm 

is installed. 

Replace worn parts and reassemble. Be 

sure raised side of diaphragm faces the 

motor and radius corner of pistons face 

diaphragm. Hex stem of inner piston (11) 

must be aligned (free to enter) into Hex 

hole in outer piston set (11 ). 

Press pistons together by hand until 

pistons snap tight. Install flat head 

screws (7) through outer piston set and 

tighten screws partially, center pistons in 

diaphragm than tighten screws securely. 

Place cam bearing assembly over outer 

piston set, align locating pins in the holes 

in cam bearing assembly. lnstallii round 

head screws and tighten securely. (Torque 

to 20 inch pounds, coat motor shaft with 

grease prior to assembly.) 

Reassemble bearing and cam bearing 

assembly to motor and re-tighten the 

set screw securely. Set screw MUST be 

positioned in shaft indentation. 

Position of the screw is critical to avoid 

misalignment and subsequent diaphragm 

damage. 

Reassemble remaining pump head parts, 

using care to properly seat “O” ring (13) 

in check valve assembly and tighten pump 

head screws evenly. 
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36 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10  PUMP

KIT POMPA (TRIAL RT4)
PUMP KIT (TRIAL D)

1 11
.9

87
0.

97
.3 KIT VALVOLE

VALVE KIT

2

42 4 2 1 11
.9

88
3.

97
.3

5
7,4

KIT POMPA (TRIAL D)
PUMP KIT (TRIAL D)

11
.9

88
1.

97
.3

ACCUMULATORE
ACCUMULATOR 2 2 ÷ 5 5 ÷ 7 6 ÷ 8

PRESSIONE DI 
LAVORO -

OPERATING 
PRESSURE

2 ÷ 5 10 ÷ 205÷10

5
16,2

22 16,2

PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

10

3,7

7,4
7,4
7,4

10

10

10

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

INFORMAZIONI UTILI 
USEFUL INFORMATION 

18 23 27

22

13 22

1

4

KIT

11
.9

88
0.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

2
O-ring

QUANTITA' NEL KIT
QUANTITIES INCLUDED 4+4

1

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

58

1QUANTITA' NEL KIT
QUANTITIES INCLUDED 2

27

69

1

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

1

231

86.1943.90.2

86.2282.00.2 2 35
4 43

2 79

86.2350.00.2
81.4545.00.2

86.2474.00.2 1 34

81.4542.00.2 4 61
3 44

TRIAL D - RT2 - RT4

86.2730.00.2 12 6 22
3,711.0008.53.2 2 14

70 7772

1

44+4

2
O-ring 18 2318 232

O-ring 27 46

2 1 1

68

4

40 48

4+4 2

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

94
.9

88
6.

97
.3

66 67

KIT

11
.9

87
1.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

11

KIT VALVOLA
VALVE KIT

KIT NPR - NPR KIT

KIT POMPA (TRIAL RT2)
PUMP KIT (TRIAL D)

KIT MEMBRANE - DIAPHRAGMS KIT

4

BUNA - N

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

TRIAL D

ALBERO MOTORE-MOTOR SHAFT

TRIAL RT2

ALBERO MOTORE-MOTOR SHAFT

ALBERO POMPA-PUMP SHAFT

TRIAL RT4

Rev. 03    19/05/14

FLOJET - Model 2130
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37 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10  PUMP

KIT POMPA (TRIAL RT4)
PUMP KIT (TRIAL D)

1 11
.9

87
0.

97
.3 KIT VALVOLE

VALVE KIT

2

42 4 2 1 11
.9

88
3.

97
.3

5
7,4

KIT POMPA (TRIAL D)
PUMP KIT (TRIAL D)

11
.9

88
1.

97
.3

ACCUMULATORE
ACCUMULATOR 2 2 ÷ 5 5 ÷ 7 6 ÷ 8

PRESSIONE DI 
LAVORO -

OPERATING 
PRESSURE

2 ÷ 5 10 ÷ 205÷10

5
16,2

22 16,2

PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

10

3,7

7,4
7,4
7,4

10

10

10

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

INFORMAZIONI UTILI 
USEFUL INFORMATION 

18 23 27

22

13 22

1

4

KIT

11
.9

88
0.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

2
O-ring

QUANTITA' NEL KIT
QUANTITIES INCLUDED 4+4

1

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

58

1QUANTITA' NEL KIT
QUANTITIES INCLUDED 2

27

69

1

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

1

231

86.1943.90.2

86.2282.00.2 2 35
4 43

2 79

86.2350.00.2
81.4545.00.2

86.2474.00.2 1 34

81.4542.00.2 4 61
3 44

TRIAL D - RT2 - RT4

86.2730.00.2 12 6 22
3,711.0008.53.2 2 14

70 7772

1

44+4

2
O-ring 18 2318 232

O-ring 27 46

2 1 1

68

4

40 48

4+4 2

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

94
.9

88
6.

97
.3

66 67

KIT

11
.9

87
1.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

11

KIT VALVOLA
VALVE KIT

KIT NPR - NPR KIT

KIT POMPA (TRIAL RT2)
PUMP KIT (TRIAL D)

KIT MEMBRANE - DIAPHRAGMS KIT

4

BUNA - N

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

TRIAL D

ALBERO MOTORE-MOTOR SHAFT

TRIAL RT2

ALBERO MOTORE-MOTOR SHAFT

ALBERO POMPA-PUMP SHAFT

TRIAL RT4

Rev. 03    19/05/14

KIT POMPA (TRIAL RT4)
PUMP KIT (TRIAL D)

1 11
.9

87
0.

97
.3 KIT VALVOLE

VALVE KIT

2

42 4 2 1 11
.9

88
3.

97
.3

5
7,4

KIT POMPA (TRIAL D)
PUMP KIT (TRIAL D)

11
.9

88
1.

97
.3

ACCUMULATORE
ACCUMULATOR 2 2 ÷ 5 5 ÷ 7 6 ÷ 8

PRESSIONE DI 
LAVORO -

OPERATING 
PRESSURE

2 ÷ 5 10 ÷ 205÷10

5
16,2

22 16,2

PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

10

3,7

7,4
7,4
7,4

10

10

10

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

INFORMAZIONI UTILI 
USEFUL INFORMATION 

18 23 27

22

13 22

1

4

KIT

11
.9

88
0.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

2
O-ring

QUANTITA' NEL KIT
QUANTITIES INCLUDED 4+4

1

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

58

1QUANTITA' NEL KIT
QUANTITIES INCLUDED 2

27

69

1

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

1

231

86.1943.90.2

86.2282.00.2 2 35
4 43

2 79

86.2350.00.2
81.4545.00.2

86.2474.00.2 1 34

81.4542.00.2 4 61
3 44

TRIAL D - RT2 - RT4

86.2730.00.2 12 6 22
3,711.0008.53.2 2 14

70 7772

1

44+4

2
O-ring 18 2318 232

O-ring 27 46

2 1 1

68

4

40 48

4+4 2

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

94
.9

88
6.

97
.3

66 67

KIT

11
.9

87
1.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER

11

KIT VALVOLA
VALVE KIT

KIT NPR - NPR KIT

KIT POMPA (TRIAL RT2)
PUMP KIT (TRIAL D)

KIT MEMBRANE - DIAPHRAGMS KIT

4

BUNA - N

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

TRIAL D

ALBERO MOTORE-MOTOR SHAFT

TRIAL RT2

ALBERO MOTORE-MOTOR SHAFT

ALBERO POMPA-PUMP SHAFT

TRIAL RT4

Rev. 03    19/05/14

FLOJET - Model 2130

TORQUE CHART

CODE QTY POS N-m Lbr.ft

86.2730.00.2 12 6 22 16,2

11.0008.53.2 2 14 5 3,7

86.2474.00.2 1 34 22 16,2

86.2282.00.2 2 35 10 7,4

86.2350.00.2 4 43 10 7,4

81.4545.00.2 3 44 10 7,4

81.4542.00.2 4 61 10 7,4

86.1943.90.2 2 79 5 3,7

Tolerance on torque value: 0/-10%

DIAPHRAGMS KIT

PUMP KIT/VALVES KIT

NPR KIT

37



38 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10  PUMP

TRIAL D - RT2 - RT4
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39 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10  PUMP

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

KIT POMPA VM
PUMP KIT VM

03
.9

87
5.

97
.3 KIT VALVOLE

VALVE KIT

2 4

6 6

Tolleranza di serraggio:
Tolerance on torque value: 0/-10%

KIT MEMBRANE - DIAPHRAGMS KIT

86.2131.00.2 3 9 10
7,4

PA 430.1

3 6 3

DESMOPAN

4 1

PENTAX

86.2893.00.2 11 43

7,4

10 7,4
86.2730.00.2 2 20
86.2168.00.2 2 7

10

22

5

KIT

03
.9

87
6.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 1

QUANTITA' NEL KIT
QUANTITIES INCLUDED 3

BUNA - N

03
.9

87
7.

97
.3

4

6

1

03
.9

87
2.

97
.3

4

KIT POMPA/KIT VALVOLE - PUMP KIT/VALVES KIT

6

KIT

03
.9

87
4.

97
.3

POSIZIONE ESPLOSO
POSITION NUMBER 4

QUANTITA' NEL KIT
QUANTITIES INCLUDED 1 1

38 10 11

61

4 13

COPPIA DI SERRAGGIO - TORQUE CHART
CODICE - CODE Q.TY POS N·m Lbr.ft

03.0021.97.3 3 44

16,2
86.3185.00.2 4 36 22 16,2
86.2900.00.2

10 ÷ 20

22

INFORMAZIONI UTILI 
USEFUL INFORMATION 

LUBRIFICANTE- LUBRICANT:
OLIO MOTORE O SEMIIDRAULICO SAE 30

MOTOR OIL OR SEMI-HYDRAULIC OIL SAE 30

3,7

16,2
PRESSIONE ACCUMULATORE
ACCUMULATOR PRESSURE

20 ÷ 50

ACCUMULATORE
ACCUMULATOR / / / /

PRESSIONE DI 
LAVORO -

OPERATING
PRESSURE

2 ÷ 5 5÷10

ALBERO POMPA - PUMP SHAFT

DIMENSIONI D'INGOMBRO - OVERALL DIMENSIONS

VF

Rev. 00  01/12/2010

PA 430.1

TORQUE CHART

CODE QTY POS N-m Lbr.ft

86.2131.00.2 3 9 10 7,4

86.2730.00.2 2 20 10 7,4

86.2168.00.2 2 7 10 7,4

86.2893.00.2 11 43 22 16,2

86.2350.00.2 4 13 22 16,2

86.2900.00.2 4 36 22 16,2

81.4542.00.2 3 44 5 3,7

Tolerance on torque value: 0/-10%

DIAPHRAGMS KIT PUMP SHAFT

USEFUL INFORMATION

PUMP KIT/VALVES KIT

39



40 ATV SPRAYER TRAILER INSTRUCTION MANUAL

10  PUMP

49 86.3212.00.2 SCREW M10x20 UNI5931 (OPTIONAL) 4

47 31.1482.32.2 PLAIN SAFETY CONE (OPTIONAL) 1

7 31.1517.61.2 FLANGE 1

5 80.3218.00.2 O-RING 3,0x22 1

1

21 84.3685.00.2 WASHER DIA.8,4x15x1,5 2
20 86.2730.00.2 SCREW M8x30 UNI5931 2

PA 430.1

19 80.3205.00.2 O-RING 2,62x25,07

KIT G.1/2” 1

2
62 86.2108.00.2 SCREW M6X16 UNI5931 2

48 84.3810.00.2 WASHER DIA.10,5x21x2 (OPTIONAL) 4

46 24.3040.97.3 SAFETY VALVE 40bar (OPTIONAL) 1

25 82.4120.00.2 GASKET DIA.45x19x1,5 1
63 31.8916.97.324 85.2750.00.2 OIL FILLER CAP 1

44 03.0021.97.3 KIT DIAPHRAGM WASHER/SCREW AISI 316 3
43 86.2893.00.2 SCREW M8x50 UNI5931 11

23 80.3180.00.2 O-RING 2,62x15,08 1
61 84.3585.00.2 WASCHER D.6 UNI6592

PISTON SLEEVE 3

22 23.0008.32.2 OIL FILLER 1

18 83.5062.10.2 NIPPLES G.3/4-M34 1

SPACER 1
40 03.0018.26.2 CRANKSHAFT 1

17 82.0049.00.2 WING NUT M34 1
16 84.0542.00.2 90° ELBOW CONNECTOR DIA.25-1" 1

COVER 1
38 80.2264.10.2 OIL SEAL DIA.68x90x10 1

O-RING 2,62x22,22 1

37 17.0013.61.2

39 03.0015.61.2

41 81.2933.00.2
42 03.0008.01.2

2 BEARING DIA.45x75x16 1

O-RING 2,62x36,14 1

35 80.0003.00.2
86.3185.00.2

31 03.0005.09.2

RING DIA.10 6
4

85.2006.00.2 PISTON PIN DIA.10 3

1
30 80.1331.00.2 SHAFT RING D.45 1
29 03.0012.61.2 SPACER

81.8502.50.2 PISTON RING

CONROD
03.0006.09.2 PISTON 

3
3
6

2 03.9821.97.3 VALVE ASSY 6
1 03.0040.36.2 HPS PISTON DIAPHRAGM 3
1 03.0040.00.2 DESMOPAN PISTON DIAPHRAGM 3 27 03.0011.61.2 SPACER 1
1 03.0040.31.2 PISTON DIAPHRAGM 3 26 81.2646.00.2  BEARING DIA.20x52x15 1

Q.TY

3HEAD

3 36

33
34

2

SCREW M10x16 UNI5739

32

28 94.0047.76.2 CONROD RING

POS.
CODICE

PART NO.
REF.

DENOMINAZIONE - DESCRIPTION - 
DESCRIPTION Q.TY POS.

CODICE
PART NO.

REF.

DENOMINAZIONE - DESCRIPTION - 
DESCRIPTION

03.0202.09.23

O-RING 2,62x101,27

VALVE SEAL

6 31.1515.09.2 OUTLET FLANGE G.1/2

8 03.0003.09.2 SUCTION COVER

CRANKCASE
SCREW M8x55 UNI5931 4

14 03.0033.61.2

03.0001.09.212
13 86.2900.00.2

MOUNTING RAIL
15 80.3200.00.2

80.3210.66.210
11 80.3208.30.2

4 03.0029.36.2

1

1

6

1

1
9 86.2131.00.2 SCREW M6x18 UNI5931

Rev. 00  01/12/2010

49 86.3212.00.2 SCREW M10x20 UNI5931 (OPTIONAL) 4

47 31.1482.32.2 PLAIN SAFETY CONE (OPTIONAL) 1

7 31.1517.61.2 FLANGE 1

5 80.3218.00.2 O-RING 3,0x22 1

1

21 84.3685.00.2 WASHER DIA.8,4x15x1,5 2
20 86.2730.00.2 SCREW M8x30 UNI5931 2

PA 430.1

19 80.3205.00.2 O-RING 2,62x25,07

KIT G.1/2” 1

2
62 86.2108.00.2 SCREW M6X16 UNI5931 2

48 84.3810.00.2 WASHER DIA.10,5x21x2 (OPTIONAL) 4

46 24.3040.97.3 SAFETY VALVE 40bar (OPTIONAL) 1

25 82.4120.00.2 GASKET DIA.45x19x1,5 1
63 31.8916.97.324 85.2750.00.2 OIL FILLER CAP 1

44 03.0021.97.3 KIT DIAPHRAGM WASHER/SCREW AISI 316 3
43 86.2893.00.2 SCREW M8x50 UNI5931 11

23 80.3180.00.2 O-RING 2,62x15,08 1
61 84.3585.00.2 WASCHER D.6 UNI6592

PISTON SLEEVE 3

22 23.0008.32.2 OIL FILLER 1

18 83.5062.10.2 NIPPLES G.3/4-M34 1

SPACER 1
40 03.0018.26.2 CRANKSHAFT 1

17 82.0049.00.2 WING NUT M34 1
16 84.0542.00.2 90° ELBOW CONNECTOR DIA.25-1" 1

COVER 1
38 80.2264.10.2 OIL SEAL DIA.68x90x10 1

O-RING 2,62x22,22 1

37 17.0013.61.2

39 03.0015.61.2

41 81.2933.00.2
42 03.0008.01.2

2 BEARING DIA.45x75x16 1

O-RING 2,62x36,14 1

35 80.0003.00.2
86.3185.00.2

31 03.0005.09.2

RING DIA.10 6
4

85.2006.00.2 PISTON PIN DIA.10 3

1
30 80.1331.00.2 SHAFT RING D.45 1
29 03.0012.61.2 SPACER

81.8502.50.2 PISTON RING

CONROD
03.0006.09.2 PISTON 

3
3
6

2 03.9821.97.3 VALVE ASSY 6
1 03.0040.36.2 HPS PISTON DIAPHRAGM 3
1 03.0040.00.2 DESMOPAN PISTON DIAPHRAGM 3 27 03.0011.61.2 SPACER 1
1 03.0040.31.2 PISTON DIAPHRAGM 3 26 81.2646.00.2  BEARING DIA.20x52x15 1

Q.TY

3HEAD

3 36

33
34

2

SCREW M10x16 UNI5739

32

28 94.0047.76.2 CONROD RING

POS.
CODICE

PART NO.
REF.

DENOMINAZIONE - DESCRIPTION - 
DESCRIPTION Q.TY POS.

CODICE
PART NO.

REF.

DENOMINAZIONE - DESCRIPTION - 
DESCRIPTION

03.0202.09.23

O-RING 2,62x101,27

VALVE SEAL

6 31.1515.09.2 OUTLET FLANGE G.1/2

8 03.0003.09.2 SUCTION COVER

CRANKCASE
SCREW M8x55 UNI5931 4

14 03.0033.61.2

03.0001.09.212
13 86.2900.00.2

MOUNTING RAIL
15 80.3200.00.2

80.3210.66.210
11 80.3208.30.2

4 03.0029.36.2

1

1

6

1

1
9 86.2131.00.2 SCREW M6x18 UNI5931

Rev. 00  01/12/2010

PA 430.1
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10  PUMP

KARIN
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11  T-4 00  SPR AY  GUN
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43 ATV SPRAYER TRAILER INSTRUCTION MANUAL

GX200-PA430 GX100-RT4 Flojet 2130-132

Reels 1 1 1

Fire Reel Option Yes N/A N/A

Hose Power 6.5 3 N/A

Motor ( Honda ) GX200 HXU GX100 QXU2 N/A

Pump PA430 PA330 Flojet 2130-132

Litres p/m ( Max ) 40 17 6.8

PSI ( Max ) 580 360 95

PSI ( Max working Pressure ) 400 290 90

Weight 400 L Tank 161 KG 156 KG 145 KG

With Fire Reel 180 KG N/A N/A

With Fire Reel & Boom 202 KG N/A N/A

Weight 300 L Tank 154 KG 149 KG 138 KG

With Boom 176 KG N/A N/A

With Fire Reel 173 KG N/A N/A

With Fire Reel & Boom 195 KG N/A N/A

 Weight 200 L Tank 147 KG 142 KG 131 KG

With Boom 169 KG 164 KG N/A

 

Sprayer Trailer 
SPECIFICATIONS 

 12
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GX200-PA430 GX100-RT4 Flojet 2130-132

With Fire Reel 166 KG N/A N/A

With Fire Reel & Boom 188 KG N/A N/A

Length ( No Boom ) 2120 2120 2120

Length ( With Boom ) 2395 2395 N/A

Width ( No Boom ) 1080 1080 1080

Width ( With Boom Folded ) 1290 1290 N/A

Width ( With Boom Unfolded ) 4000 4000 N/A

Height ( No Fire Reel ) 1420 1420 1420

Height ( With Fire Reel ) 1440 N/A N/A

 

Sprayer Trailer 
SPECIFICATIONS 

 12
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13 YOUR  NO TES

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________
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___________________________________________________________________

___________________________________________________________________
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___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________
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14  WARRANTY POLICY

This document sets out the warranties that are given by Quik Corp Pty Ltd (ABN 18 
081 235 556) in relation to any greenPRO product purchased from or manufactured 
by Quik Corp.

1. Definitions

1.1.  In this warranty policy:
  “Quik Corp” means Quik Corp Pty Ltd (ABN 18 081 235 556);  “Customer” 

means the party who originally acquired the Product from Quik Corp, or an 
authorised distributor, reseller or dealer for Quik Corp, for their own use.

  “OEM Equipment” means the items of equipment fitted to the product by 
Quik Corp and which items have been manufactured by others and have their 
own manufacturer’s warranty.

  “Product” means the goods or machinery that the Customer acquired
  and which were manufactured by Quik Corp.

2. Warranty

2.1. Subject to clause 3 and clause 4, Quik Corp warrants to the Customer that 
the Product will be free from proven defects in material and workmanship for 
twelve months from the date of purchase by the Customer, unless a specific 
warranty period applies to a component listed in appendix A.

 
2.2. The warranty is not transferable.

 
3.  Limitations

3.1. This warranty does not cover damages resulting from shipping and handling, 
abuse, accidents, alterations, normal wear or failure to maintain or use the 
Quik Corp product with due care.

 
3.2. Quik Corp does not warrant that the operation of the product will be 

uninterrupted or error free. The Customer must read and follow all instructions 
and manuals for the setup, maintenance and use of the Product. If the Customer 
fails to do so, the product may not function correctly and may suffer other 
damage.

 
3.3. This warranty does not extend to OEM equipment which has its own warrant 

and the Customer must rely on the OEM equipment warranty for any defects 
in material or workmanship relating to the OEM equipment.

46



47 ATV SPRAYER TRAILER INSTRUCTION MANUAL

3.4.  This warranty does not extend to cover corrosion due to any cause nor to any 
damage to painted or anodised surfaces that occurs after the Customer takes 
delivery of the product.

3.5.  This warranty does not cover time required to diagnose a warranty problem

3.6.  The use of parts other than Quik Corp parts for repair of warranted items will 
automatically negate any warranty. Warranted components must be replaced 
with genuine Quik Corp parts.

3.7.  Repairs by an unauthorised agent will automatically forfeit any warranty. 
Warranty repairs must be carried out by Quik Corp or an authorised Quik Corp 
Dealer/Service Agent only.

3.8.  This warranty does not cover transportation or insurance costs for Products 
needing repair or replacement of warranted components. Nor does it cover 
any freight or insurance costs in obtaining new parts or returning old parts to 
Quik Corp for inspection purposes.

3.9.  The time taken to remove and re-install a warranted part or component into 
other brands of equipment will not be covered by the Quik Corp warranty. 
Only parts and labour directly attributable to the repair of the Quik Corp unit 
is covered.

3.10. Quik Corp does not pay for cleaning, or clean the Product, accessories or work 
area before or after the warranty repair.

3.11.  Quik Corp assumes no responsibility for improper choice of models or where 
products are used in excess of rated capacities and design functions, or under 
abnormal conditions. We make available a free technical service to help with 
any product selection, application or situation.

4. Repair or Replace

4.1.  During the warranty period, Quik Corp or its authorised Dealer/Service Agent 
shall repair or replace, at Quik Corp’s discretion, without charge for parts and 
standard labour, any part of the Quik Corp Product which fails because of 
defects in material or workmanship unless the damage arises from:

4.1.1.  Failure resulting from neglect or misuse, such as improper operation, lack of 
required maintenance or continued use of the Product after the discovery of a 
defect which results in greater damage to the Product;

4.1.2. Deteriorated or failed components such as but not limited to diaphragms, 
O-rings, hoses, seals, electrical wiring and connections damaged by corrosive 
chemicals, dirt and sand, excessive heat or moisture. The Customer should 
ensure the type and strength of chemicals used in the Product are compatible 
with the design of the Product;

10  WARRANTY POLICY
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4.1.3. The use of accessories, hardware, or software which were not manufactured 
by, installed by or approved in writing by Quik Corp;

4.1.4.   The use of consumable items such as but not limited to oils, lubricants, 
diaphragms, O-rings, hoses seals, gaskets, filter elements, flow meters, 
clutches, drive belts, pivot pins, paint, batteries, radio transmitters, radio 
relays, push buttons, switches, hose rollers, aerials, spray guns and nozzles as 
these items are considered to be normal wear items and are not warranted;

4.1.5.  Component failure caused by not performing scheduled maintenance service 
such as oils, grease, failure to clean tanks, pumps, filters, spray lines, nozzles 
or any other components and not tightening or replacing loose or missing 
bolts, nuts, fittings, shields and covers

4.1.6.  Damage or machine failure caused by carelessness or accidental damage, 
improper operation, inappropriate transportation or storage of the Product

4.1.7.   Any contamination or leakages caused or induced by the Customer

4.1.8.   Any use or operation of the Product outside the physical, electrical or 
environmental specifications of the Product

4.1.9.   Any alterations, modifications, attachments or unauthorised repairs to the 
Product which have not been authorised in writing by Quik Corp; and

4.1.10.  Failures due to faulty or inadequate electrical sources of power

5. OEM Warranties

5.1. All OEM (Original Equipment Manufacturer) components are covered by 
the Original Manufacturer’s Warranty. It is the Customer’s responsibility to 
familiarise themselves with these warranties, and subject to clause 7, that is 
the only warranty given to the customer in respect of that part of the Product.

6. Statutory Rights and Exclusions (New Zealand Only)

6.1. If the Product has been acquired for the purposes of a business then pursuant 
to section 43(2) of the Consumer Guarantees Act 1993 (“CGA”) it is agreed that 
the provisions of the CGA do not apply. To the fullest extent permitted by law 
in New Zealand, Quik Corp excludes any liability for any direct or indirect loss 
or damage of any kind arising from the Product, including consequential loss 
or damage or loss of profits, and loss or damage arising from the negligence of 
Quik Corp’s employees and agents. The warranty is personal to the Customer 
and cannot be transferred to a subsequent purchaser (although the purchaser, 
in some circumstances, may have rights under the CGA or the Sale of Goods 
Act). These exclusions do not exclude Quik Corp’s liability in respect of any 
warranties or guarantees implied by any relevant legislation in New Zealand 
which cannot legally be contracted out of.

10  WARRANTY POLICY
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7. Warranty Claim Procedure

7.1.  To obtain warranty service:

7.1.1.  The Warranty Registration Form must be returned to Quik Corp by the 
Customer within 14 days of taking delivery of the Product;

7.1.2.  The Customer must read the Operating manual before operating the 
Product; The Customer must provide with notice of the defect Quik Corp 
within the warranty period and within 14 days of discovery of the claimed 
problem, and allow reasonable time for replacement or repair.

7.2.  Quik Corp may, at its discretion, request the Customer to deliver the alleged 
defective parts to an authorised servicing Dealer/Service Agent or to Quik 
Corp. Transportation of the Product to the authorised servicing Dealer/Service 
Agent or Quik Corp for warranty work is the responsibility of the Customer and 
is at the Customer’s expense. Alternatively, the Customer may request a Quik 
Corp service technician to travel to the site of the Product to effect repairs or 
replacement, however the reasonable travel costs (including travelling time) of 
the service technician must be paid for by the Customer.

7.3.  Any service outside the scope of this warranty will be charged for at Quik 
Corp’s rates and terms then in effect.

8. Other

8.1.  This warranty is in lieu of all other warranties (except those of title), expressed 
or implied, and there are no warranties of merchantability or fitness for a 
particular purpose.

8.2.  Unless the Product has been purchased for personal, domestic or household 
use, any liability of Quik Corp to the Customer arising under statute which may 
not be excluded restricted or modified by agreement in limited to an amount 
equal to, as determined by Quik Corp:

8.2.1. Replacement of the Product or supply of equivalent Product;
8.2.2. The repair of the Product;
8.2.3. The payment of the cost of replacing or repairing the Product;or
8.2.4. Refund of the purchase price paid by the Customer.

8.3.  Subject to clause 7.2, in no event shall Quik Corp or the authorised Dealer/
Service Agent be liable for any loss of profit or any consequential, indirect 
or special loss, damage or injury of any kind whatsoever arising directly or 
indirectly from the Product or any defect.

8.4.  The benefits under this Warranty are in addition to other rights and remedies 
under a law in relation to the Product.

8.5.  The judgement of Quik Corp in all cases of claims under this warranty shall 
be final and conclusive and the Customer agrees to accept its decisions on all 
questions as to defect, repair and to the exchange of any part or parts.

10  WARRANTY POLICY
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Appendix A:

1. Bertolini Pumps – Warranty period is 6 months. If Quik Flush pump and tank 
 cleaner is used from new then the warranty period is extended to 18 months.

2. Honda Motors – Refer to your Honda Manual. (Warranty period is up to 3 years)

3. Radio Receiver – Warranty period is 5 years on all non-moving parts.

10  WARRANTY POLICY
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WARRANTY REGISTRATION FORM

THIS FORM MUST BE COMPLETED AND RETURNED WITHIN 14 DAYS  

OF RECEIVING PRODUCT DELIVERY:

greenPRO  

(a division of) Quik Corp Pty Ltd  

37 PRODUCTION AVE  

WARANA QLD 457 

ONLY WHEN THIS REGISTRATION FORM IS COMPLETED AND RETURNED

CAN GREENPRO FUFILL ALL WARRANTY OBLIGATIONS  

PRODUCT INFORMATION 

greenPRO Model/Type:  ______________________________________________

Serial Number:  _____________________________________________________

Dealer Name (if applicable):  __________________________________________

Purchase Date:  _____________________________________________________

PURCHASER DETAILS 

Company Name: ____________________________________________________

Title (Mr/Mrs/Ms): ______ Surname: ____________________________________  

Given Name:  _______________________________________________________

Postal Address:  ____________________________________________________

Town: _____________________ State: _________ Post Code: _______________

Telephone: _____________________ Fax:  _______________________________

Email:  ____________________________________________________________

WARRANTY PROCESS

Please fill out form on our website at https://greenpro.com.au/warranty-claim-
submission/

Please provide as much detail as possible to expedite the warranty claim process.  
attach any supporting documents, such as photos if available.

INSTRUCTIONS FOR SUBMISSION
1. Fill out form completely.
2. Attach a copy of the original purchase receipt.
3. Include any relevant photos of the fault.

*Photo uploads only, if you would like to send a video, please email to  
warranty@quikcorp.com.au

4. Submit the completed form and supporting documents 
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